
Size Small Medium Large Extra Large

Fork travel 100mm 110mm 120mm 100mm 110mm 120mm 100mm 110mm 120mm 100mm 110mm 120mm

A Seat Tube (BB to top ST) 385 385 385 425 425 425 465 465 465 510 510 510

B Effective Top Tube 588.1 589.8 590.9 613.0 614.7 615.8 635.6 637.3 638.4 665.7 667.5 668.6

C Seat Tube Angle 75.3 74.7 74.3 75.3 74.7 74.3 75.2 74.7 74.3 75.2 74.7 74.3

Effective Seat Tube Angle - 700mm saddle 76.2 75.6 75.3 76.2 75.6 75.3 76.2 75.6 75.3 76.1 75.6 75.2

Effective Seat Tube Angle - 800mm saddle 76.1 75.5 75.2 76.1 75.5 75.2 76.1 75.5 75.2 76.0 75.4 75.1

Effective Seat Tube Angle - 900mm saddle 76.0 75.4 75.1 76.0 75.4 75.1 76.0 75.4 75.1 75.9 75.4 75.0

D Head Tube Angle 68.0 67.4 67.0 68.0 67.4 67.0 67.9 67.4 67.0 67.9 67.4 67.0

E Chainstay Length 435 435 435 435 435 435 435 435 435 435 435 435

F Fork Offset 44 44 44 44 44 44 44 44 44 44 44 44

G Wheelbase 1130 1135 1138 1155 1160 1163 1179 1184 1187 1212 1216 1220

H Bottom Bracket Drop 70 66 63 70 66 63 70 66 63 70 66 63

I Head Tube Length 100 100 100 100 100 100 110 110 110 130 130 130

J Stack 608 613 616 608 613 616 617 622 625 635 640 643

K Reach 436 429 425 460 454 450 480 474 470 505 499 495

Fork Length - Axle to Crown (see notes above) 486 499 507 486 499 507 486 499 507 486 499 507

Recommended stem length 30-50mm 40-70mm 50-70mm 50-80mm

Size guide - cm  160-172cm 170-180cm 178-188cm 186-195 cm

Size guide - feet and inches 5ft 3in - 5ft 8in 5ft 7in - 5ft 11in 5ft 10in - 6ft 2in 6ft 1in - 6ft 5in
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Fork axle to crown measurements are based on:
SID SL 100mm with 20% sag = 486mm, SID 110mm 
with 20% sag = 499mm,  SID 120mm with 20% sag = 
507mm

HOLT 2.0 GEOMETRY TABLE: 
SAGGED - 100, 110, 120MM FORKS
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Size Small Medium Large Extra Large

Sagged @ 20% Static Sagged @ 20% Static Sagged @ 20% Static Sagged @ 20% Static

A Seat Tube (BB to top ST) 385 385 425 425 465 465 510 510

B Effective Top Tube 590.9 594.2 615.8 619.2 638.4 641.9 668.6 672.1

C Seat Tube Angle 74.3 73.2 74.3 73.2 74.3 73.2 74.3 73.3

Effective Seat Tube Angle - 700mm saddle 75.3 74.3 75.3 74.3 75.3 74.3 75.2 74.3

Effective Seat Tube Angle - 800mm saddle 75.2 74.2 75.2 74.2 75.2 74.2 75.1 74.2

Effective Seat Tube Angle - 900mm saddle 75.1 74.1 75.1 74.1 75.1 74.1 75.0 74.1

D Head Tube Angle 67.0 65.9 67.0 65.9 67.0 65.9 67.0 66.0

E Chainstay Length 435 435 435 435 435 435 435 435

F Fork Offset 44 44 44 44 44 44 44 44

G Wheelbase 1138 1148 1163 1172 1187 1196 1220 1229

H Bottom Bracket Drop 63 54.7 63 54.88 63 55.04 63 55.25

I Head Tube Length 100 100 100 100 110 110 130 130

J Stack 616 624 616 624 625 634 643 652

K Reach 425 413 450 438 470 458 495 483

Stanover height - static - @ 65mm forward of 
BB cente - with a 2.4” tyre

n/a 742 n/a 765 n/a 791 n/a 824

Fork Length - Axle to Crown (see notes above) 507 531 507 531 507 531 507 531

Recommended stem length 30-50mm 40-70mm 50-70mm 50-80mm

Size guide - cm  160-172cm 170-180cm 178-188cm 186-195 cm

Size guide - feet and inches 5ft 3in - 5ft 8in 5ft 7in - 5ft 11in 5ft 10in - 6ft 2in 6ft 1in - 6ft 5in
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HOLT 2.0 GEOMETRY TABLE: 
SAGGED VS STATIC - 120MM FORK
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